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Ministry of Micro, Small and Medium Enterprises
MSME - TESTING CENTRE

111 & 112, B.T.ROAD, KOLKATA-700 108

 (AN NABL ACCREDITED LABORATORY)

No.             / T-5(191)/MSME-TC/KOl/Mech/2009-2010

 
    Dated:09/02/2010
To, 

OFFICE COPY

Sub :Tender/Quotation for supply of (i) Digimatic Thread Pitch Micrometer (ii) Stop Watch (iii) Radius Gauge (iv) Diameter Tape (v) Stand post type Temp. Measuring unit (vi) Optical parallel - Regarding
Dear Sir/s,


  The Tender/Quotation are invited for the supply of stores, details as enclosed at Annexure-I .The Tender(s)/Quotation(s) in a sealed envelop boldly typed on the cover with “Tender/Quotation for the supply of i) Digimatic Thread Pitch Micrometer (ii) Stop Watch (iii) Radius Gauge (iv) Diameter Tape (v) Stand post type Temp. Measuring unit (vi) Optical parallel” addressed to the Director , MSME –TESTING CENTRE , 111 & 112 B.T.ROAD , KOLKATA:700 0108 may reach this office on or before  the  Due date  24.02.2010 (17.00Hrs.).Tenders/Quotations received after the due date and time shall not be considered.

The Essential Terms and Conditions for the submission of tenders are given below:

1. The Technical & Commercial bids quoted separately and sealed in two separate envelops , may be submitted  together in one envelop , failing which the Tenders shall be considered as incomplete and rejected .

2. Tenders/Quotations without following valid documents shall be considered as incomplete and rejected :

· Income tax & Sales Tax clearance certificates 
· Dealership certificate from the original manufacturer (in case Tenders are submitted by a dealer or on behalf of the manufacturer) 

· Credentials/Proof if satisfactory performance of the same stores supplied  to the other laboratories/ organizations/users. 

3. Submission of Tender(s)/Quotation(s) do not automatically imply that the Tenderer(s)  is/are qualified for the subject tender .The Director , MSME-TC,Kolkata reserves the right  to reject  the Tender(s) in case it is found at a later date , even after receipt/opening  or during evaluation of  the tenders , that Tenderer (s) is/are not meeting the stated qualifying requirements.

4. For other informations related to Tender the General Terms and Conditions enclosed at Annexure-II may be followed by the Tenderers/Quotationers.

            Yours faithfully,

Encl: Annexure-I & II









                   (N.Chowdhury)

                                                                                                         Asstt. Director (Mech.)

                                                                                                                 For Director 

Dial: 2577-0686/2482, 2577-4055(Dir.), Fax:  033-2577-1353, e-mail : rtc_kol@dataone.in    

                     Visit Us at  : www.smallindustryindia.com or www.rtc.nic.in 
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Annexure-I 

MSME- TESTING CENTRE , KOLKATA

(MECHANICAL LABORATORY)

Detailed Technical Specification of the Stores for (i) Digimatic Thread Pitch Micrometer (ii) Stop Watch (iii) Radius Gauge (iv) Diameter Tape (v) Stand post type Temp. Measuring unit (vi) Optical parallel
Digimatic thread pitch Micrometer (0-25) mm range .

Resolution 0.001 mm. Mitutoyo Make  along with a set of 6 pair of Mitutoyo Make tips (4-7)mm suitable for the  above Micrometer.
Stop Watch :

Resolution(1/100) sec. Any Indian Make 

Radius  Gauge :

Range                                                                                                                                           

 (a) Upto 6.5 mm (b) (7-14) mm (c) (15-25) mm., Make – Mitutoyo

Diameter Tape:

Range (a) (1200-1500)mm (b) (1500-1800)mm.

Accuracy/Resolution – 0.01mm.

Stand Post Type  Temp. Measuring Unit (Digimatic )

Range : (10-60)ºC

Accuracy:: 0.01ºC  

Optical Parallels :

Make : Mitutoyo ( Code No. 157-903 )

A set of  4 nos. – ( 12 ,12.12 , 12.25 , 12.37 ) mm.
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